## GREEN HORNET™ XF

### Product Specifications

**APPLICATION:** Medium-duty, light-weight construction; retains flexibility in cold weather. Smooth-bore tube minimizes material buildup and resists a variety of chemicals found in agricultural and sanitary industries. Slightly corrugated outer helix promotes abrasion resistance, low coefficient of friction and ease of coupling. Common uses can be found in waste management, construction, agricultural, marine and manufacturing industries.

**CONSTRUCTION TUBE:** Black thermoplastic rubber, RMA Class B (medium oil resistance)

**REINFORCEMENT:** Rigid, lime-green polyethylene helix; available in a variety of custom colors

**TEMPERATURE:** -40°F to 180°F (-40°C to 82°C)

**PACKAGING:** 100' lengths, coiled and polywrapped

**BRANDING (SPIRAL):** Not branded

**COUPLINGS:** Contact fitting manufacturer for proper fitting recommendation and coupling procedure.

**NON-STOCK/SIZES:** For special production run minimum requirements, see Appendix D.

**ORDER CODES:** 586-551

---

### GREEN HORNET™ XF

<table>
<thead>
<tr>
<th>ID</th>
<th>NOM. OD</th>
<th>MAX. WP</th>
<th>BEND RADIUS</th>
<th>WEIGHT</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>in.</td>
<td>mm.</td>
<td>psi</td>
<td>in.</td>
</tr>
<tr>
<td>1¼</td>
<td>31.8</td>
<td>1.53</td>
<td>39.0</td>
<td>50</td>
</tr>
<tr>
<td>1½</td>
<td>38.1</td>
<td>1.78</td>
<td>45.3</td>
<td>50</td>
</tr>
<tr>
<td>2</td>
<td>50.8</td>
<td>2.40</td>
<td>61.0</td>
<td>50</td>
</tr>
<tr>
<td>2¼</td>
<td>63.5</td>
<td>2.99</td>
<td>74.9</td>
<td>50</td>
</tr>
<tr>
<td>3</td>
<td>76.2</td>
<td>3.47</td>
<td>88.1</td>
<td>45</td>
</tr>
<tr>
<td>4</td>
<td>101.6</td>
<td>4.67</td>
<td>118.4</td>
<td>40</td>
</tr>
<tr>
<td>6</td>
<td>152.4</td>
<td>6.75</td>
<td>171.4</td>
<td>25</td>
</tr>
</tbody>
</table>

---

**Green Hornet™ XF**

**Engineered Products**

---

**Goodyear**

---

**Appendix**

---

**WATER**

**Discharge**

**Suction & Discharge**

**Washdown**